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LEO300 
SURFACE BUTTON DUAL 

WATTAGE 3CCT SELECT

Perfect form and function the LEO300 surface 
button has applications in all commercial and 
residential applications.

Featuring 2 Wattage selection and 3 colour 
output selection as well as Phase dimming in a 
sleek low profile design. 

Injection moulded from high impact (IK10) 
polycarbonate with IP65 weather rating 
and suitable for interior and under eves 
installation.

Large terminals and twin cable entry suitable 
for looping if needed.
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INPUT VOLTAGE

230V

OUTPUT POWER 

18W/28W

LUMENS

2200-3200Lm

COL TEMP

3000K/4000K/6000K

SIZE (MM)

300
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FITTING COLOUR:

White

Lumax LEO300

Input 230V

Driver Intergrated Phase Dimming

Di�user Polycarbonate Opal

Body Polycarbonate White

Wattage (Selectable) 18W/28W

Lumen Output 2200-3200Lm

LEDS SMD 2835

Power Factor (PFC) >.95

CCT (Selectable) 3000K/4000K/6000K

Beam angle 110 deg

IP Rating IP65

IK Rating IK10

Dimensions Dia 300mm, Ht 43mm

Cable Entry Twin at rear

Electrical Class Class II Double Insulated

Warranty 5 Years WARRANTY

5 YEARS

3000K 4000K 6000K

3CCT SWITCHABLE COLOUR TEMPERATURE

Lumen
Select


